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We propose to integrate delay tracking into a successive interference cancellation (SIC) code division multiple access (CDMA)
multiuser detector. Delay-robust SIC was initially proposed for CDMAmultiuser detection when there exist time delay estimation
errors. When the delay error is small, the true user signature vector can be approximately expanded around the estimated time
delay as a linear combination of an estimated signature vector and an error vector. The amplitude of the error signal can be
recursively estimated and cancelled in the multistage SIC iterations by using the tentative feedback decisions. Since the relative
amplitude of the error signal provides information about the delay error, we propose the application of error signal feedback to
improve the delay estimation. In a sliding window implementation, the delay-robust SIC is used to track multiple time varying
user delays. For constant or slowly varying channels, a soft-decision function can be used to improve the delay-robust SIC. For
fast fading channels, a linear-decision function is used. Delay-tracking results for both rectangular chip pulses and band-limited
chip pulses are shown.
Keywords and phrases: CDMA, multiuser detection, synchronization, delay tracking, successive interference cancellation.
1. INTRODUCTION
The capacity of a code division multiple access (CDMA)
system is limited by the multiple access interference (MAI)
from other users. CDMA multiuser detection at the bases-
tation, which utilizes known user spreading codes for detec-
tion, is an eﬀective method to suppress MAI and improve re-
ceiver performance. The optimal multiuser detector has ex-
ponential computational complexity [1]. Several low com-
plexity multiuser detectors including the decorrelating de-
tector, MMSE detector, successive interference cancellation
(SIC) [2], and parallel interference cancellation (PIC) re-
ceiver have been proposed [3].
These multiuser detectors all need accurate time delay in-
formation from all users. If the time delays are estimated at
the receiver even within a small error, the performance will
degrade dramatically [4]. There is a rich literature on initial
delay estimation (acquisition) of either a single user or of all
users [5, 6]. However, little research has addressed the prob-
lem of tracking the multiuser delays after the initial acquisi-
tion.
Known multiuser delay-tracking receivers can be catego-
rized into two types: those based on the extended Kalman
filter (EKF) [7, 8, 9] and those based on delay-locked loops
(DLLs) combined with interference cancellation [10, 11].
Both types of delay trackers require the initial conditions
(time delay and amplitude) to be close to their true values
or they will not converge.
The EKF-based delay tracker of [7, 8] can track both
complex channel gain and time delay variations. However,
[7, 8] only demonstrate tracking ability for two users. The
largest number of users that can track simultaneously is not
investigated and is not known [7, 8]. The minimum mean
square error EKF (MMSE-EKF) delay tracker of [9] uses K
disjoint (separate) EKFs, one for each of the K users, so its
complexity is lower than the EKF trackers of [7, 8] which
track the K users’ parameters jointly. The MAI is modeled as
colored Gaussian noise and suppressed by the whitening fil-
ter in [9]. Its performance is close to that of the ideal MMSE
detector, and [9] also demonstrated tracking capability for a
large number of users. However, [9] proposes a one-shot de-
tector which is inherently suboptimal [12]. The EKF-based
delay tracker also has high computational complexity since
an innovation matrix inverse update is required for every
symbol.
The parallel interference cancellation (PIC) based delay
tracker combines the PIC with DLL [10, 11]. This approach
is based on a finite memory length approximation of the
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infinite memory length detector, that is, neglecting edge ef-
fects [13]. The PIC can track a large number of users un-
der ideal power control conditions, that is, a near-far ratio
of 0 dB. However, the DLL is not fully integrated into the
PIC iterations. When the near-far ratio increases to 10 dB,
it breaks down since the residual interference, due to delay
errors from the strong users, causes the weak users to make
incorrect symbol decisions.
The objective in this paper is to improve the above ap-
proaches by using a delay-robust SIC for delay tracking. The
delay-robust SIC is based on a Taylor expansion of the true
user signature vector into the sum of an estimated signa-
ture vector and an error vector. The early-late DLL is widely
used in single-user receivers for tracking time delay varia-
tions [14]. Since the error vector used in the proposed delay-
robust SIC is equivalent to a single-branch implementation
of the early-late DLL, the delay-robust SIC implicitly com-
bines a DLL into the SIC. Due to its robustness to delay errors
even under severe near-far conditions, the tracking ability of
the weakest users can be greatly improved.
The SIC regenerates and cancels the interference from
other users before data detection of the desired user. The
delay-robust SIC adds a delay error signal estimation and
cancellation procedure onto the standard multistage SIC al-
gorithm by using tentative decision-feedback. Since the am-
plitude of the delay error signal is proportional to the time
delay error, the time delay error estimate is implicitly ob-
tained by the delay-robust SIC and can be used to refine
the delay estimate. To track the users’ time delays, the delay-
robust SIC is implemented as a sliding window. The delay
error estimate of the current window is used to update the
time delay information used in the next window.
If the channel is constant or varies slowly, the channel
can be accurately estimated. A soft-decision function can be
used in the delay-robust SIC to deliver close to single-user
bit error rates (BER). For fast fading channels, we may use
a linear-decision function combined with a delay-robust SIC
to achieve robustness to both fading and time delay error.
Related research appears recently in [15, 16]. However,
[15] assumes a fixed global timing error identical for all
users and rectangular pulses. The method in [15] does not
utilize the error vector combined with decision-feedback to
estimate diﬀerent users’ random timing error. In [15], the
performance is evaluated under ideal power control condi-
tions. Here, we consider drifting timing errors that diﬀer
among users and arbitrary band-limited pulses. We evalu-
ated the performance under severe near-far conditions. Al-
though the local reference adjustment [15, Scheme 3] ap-
pears to be somewhat similar to our proposed method in
updating the user signature sequence according to the esti-
mated timing error, this updating is not used in the random
timing error estimation procedure. Thus, the two algorithms
are quite diﬀerent and [15] cannot be generalized to the pro-
posed method in this paper. In [16], it is assumed that the
data is known, while we consider that the data symbols are
unknown and to be estimated iteratively in the timing error
estimation procedure. Although [16] can also be used in a
decision-directed fashion, we emphasize that data detection
and timing error estimation must be performed jointly for
best performance.
Section 2 describes the system model. Section 3 intro-
duces the delay-robust SIC and applies it to the multiuser
delay tracking. Section 4 provides simulation results for
both constant and multipath fast fading CDMA channels.
Section 4.4 considers the delay tracking for multipath fast
fading CDMA channels. Section 5 discusses the problem
with delay tracking in multipath fading multiuser CDMA
systems and the possible future directions.
2. SYSTEMMODEL
We consider the base station receiver for the asynchronous
uplink multipath fading CDMA channel with binary phase
shift keying (BPSK) modulation.











t − iT − τk,l
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+ n(t), (1)
where bk(i) ∈ {+1,−1} is the kth user’s data symbol for the
ith time interval, s˜k(t) is the kth user’s normalized signature
waveform, n(t) is the white Gaussian noise, τk,l ∈ [0, T) is the
kth user’s propagation delay for the lth path, T is the symbol
duration, and K is the total number of users. The amplitude
is absorbed into the complex channel gain for the lth path of
the kth user, αk,l(i). The channel is assumed to remain con-
stant for the duration of a symbol interval and varies from
symbol to symbol. For simplicity, the number of multipaths,
L, is assumed to be the same for all users.










where N = T/Tc is the spreading factor, {ck( j)}N−1j=0 is the
spreading code, Tc is the chip duration, and h(t) is the chip
pulse. The spreading codes of all users are assumed to be
known at the receiver.
We use an observation window of length (M + 1)T to
detect theM transmitted data symbols from each user, bk(i),
i = 1, . . . ,M and k = 1, . . . , K . Due to asynchronism τk,l ∈
[0, T), we note that the observation interval must be of length
(M + 1)T seconds.
After chip-matched filtering and chip-rate sampling, the









αk,l(i)bk(i)dk,l(i) + n, (3)
where dk,l(i) is the discretized signature waveform of user k
for the ith symbol and lth path and n is the noise vector. The
received vector r is the concatenation of (M+1) vectors, each
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Figure 1: Sampling of the chip-matched filter response for truncated band-limited chip-pulse shapes. The solid arrows represent the first-
order derivative of the chip-matched filter response at the sampling points with estimated time delay.
of length N , that is,
r = [rT(1)rT(2) · · · rT(M + 1)]T ∈ (M+1)N , (4)
where the element vector r(m) in (4) corresponds to themth
observation interval [(m− 1)T,mT]
r(m) = [r(mN + 1) · · · r(mN +N)]T ∈ N . (5)
Similarly, wemay organize the zero-mean white Gaussian
noise vector as
n = [nT(1)nT(2) · · ·nT(M + 1)]T ∈ (M+1)N . (6)
The time delay of lth path of the kth user is decomposed
into an integer, pk,l, and a fractional part, δk,l, where τk,l =
(pk,l + δk,l)Tc, pk,l ∈ {0, 1, . . . , N − 1}, and δk,l ∈ [0, 1).
We denote ck(pk,l, i) as ck right-shifted by (i− 1)N + pk,l
chips, where ck ∈ (M+1)N is the kth user’s spreading code
vector for the (M + 1)T length interval defined as
ck =





For the general band-limited chip pulse shapes h(t), the
received discretized signature waveform of the ith symbol of
the lth path of the kth user, dk,l(i), is the convolution of the
user spreading codes with the chip-matched filter response at




)∗ gk,l , (8)
where vector gk,l is the lth path of the kth user’s chip-matched
filter response at the chip-rate sampling points, as shown in
Figure 1. If the chip-matched filter response is truncated to
length PTc, then the vector gk,l will be of length P, and the
signature waveform dk,l(i) will have N + P − 1 nonzero ele-













m ∈ {1, 2, . . . , P}.
(9)
For the special case of rectangular chip pulse h(t) with
duration [0, Tc), P = 2 and gk,l =
[
(1− δk,l) δk,l]. Substitut-











pk,l + 1, i
)
. (10)
The received signal vectors r(i) over the (M +1) observa-
tions, i = 1, . . . ,M + 1, provide suﬃcient statistics for detect-




In practical systems, the time delay is not known and must
be estimated at the receiver. Denote the estimated time delay
of the lth path of the kth user as τˆk,l = ( pˆk,l + δˆk,l)Tc, where
pˆk,l ∈ {0, 1, . . . , N − 1} and δˆk,l ∈ [0, 1) is the fractional part.
Since most current time delay estimation methods have
a delay estimation error standard deviation within 0.1Tc [5,
6], we assume that the delay error ∆τk,l = τk,l − τˆk,l is small
compared to Tc.
The eﬀect of imperfect time delay estimation, that is, de-
lay mismatch, on the performance of multiuser detectors has
been investigated in [4]. It is shown that these multiuser de-
tectors are all sensitive to delay mismatch; BER performance
degrades greatly even with relatively small delay estimation
errors under severe near-far scenarios.
Modified multiuser detectors have thus been proposed to
mitigate the eﬀects of imperfect time delay estimation. The
deterministic approach [17] applies only to rectangular chip-
pulse shapes and has a capacity limit of 50% of the spread-
ing factor. The stochastic approaches [18, 19] depend on the
delay error distribution. The residual MAI caused by timing
error is not completely eliminated and stochastic approaches
are, therefore, not near-far resistant.
We adopt a delay-robust multiuser receiver based on SIC
implementation which is denoted as delay-robust SIC [20].
At each SIC iteration, the timing delay error introduced in-
terference is estimated and cancelled.
When the delay error is small, the kth user’s signature
waveform for the ith interval and the lth path, dk,l(i), is first-
order Taylor expanded, as shown in Figure 1,





where dˆk,l(i) is similar to dk,l(i) with τˆk,l replacing τk,l.
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interference
Users k’s timing error
















signal for stage ( j + 1)
Standard SIC interference cancellation unit
Estimated user k’s
timing error signal







Timing error signal estimation unit
Figure 2: Interference cancellation unit of delay-robust SIC for user k at the ( j + 1)st stage.
The error vector ∆dk,l(i) for the band-limited chip pulse
shape is the convolution of the user spreading codes with the
first derivative vector fk,l of the lth path of the kth user’s chip-














h∗(t − τ)dτ∣∣t=mTc ,
m ∈ {1, 2, . . . , P}.
(13)
In the special case of a rectangular chip pulse, P = 2 and







pˆk,l + 1, i
)
. (14)
If rectangular chip pulses are used, the expansion in (11) is
exact [19]. We note that the linear approximation in (11) for
band-limited chip pulses is a good approximation in tracking
mode where the timing error is small.
The performance degradation of the CDMA multiuser
detectors is caused by the delay error signal which is a multi-
ple of the error vector ∆dk,l(i). Since the error vector ∆dk,l(i)
is known, we may estimate the amplitude of error signal by
using the tentative decision-feedback in the iterations of the
SIC and cancel this interference. Robustness to time delay er-
ror is achieved by this improved SIC algorithm under near-
far conditions.
To improve the estimation accuracy of the error signal
at each iteration, the M error vectors of each user are com-
bined into a long error vector, ek,l, based on the tentative data







We note that this is actually averaging the estimate over a
window ofM symbols.
To simplify the algorithm description, we let the number
of paths be L = 1 and drop the subscript l for the paths.
The delay-robust SIC algorithm is as follows [21], where its
interference cancellation unit for the kth user at stage ( j + 1)
is as shown in Figure 2.
Initialization:
Calculate all dˆk(i) and ∆dk(i), and set all initial values to
zeros.
Iteration:
For j = 1, 2, . . . , J do:
For k = 1, 2, . . . , K do:
Steps (1) through (4)
(1) estimate user k’s received signal for the ( j +
1)st iteration by subtracting other users’ re-







































































l (i)αl(i)dˆl(i) for l<k.
(17)
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(2) For each symbol in the block, i = 1, . . . ,M,
obtain the normalized soft data symbol esti-
mate and make a data symbol decision. For
the ith symbol, the soft data symbol estimate
is normalized with respect to αk(i),
b˜
j+1










where Re(·) takes the real value. The data











(3) Estimate the error signal of the kth user due
to time delay error as
∆r
j+1




























We note that since ∆̂ak = (δk − δˆk) from (11), the esti-
mate of the normalized error signal amplitude ∆̂ak at ( j+1)st
iteration in (22) can be used to improve the delay estimate.
3.2. Delay tracking for known fading channels
We propose using a sliding window version of the delay-
robust SIC as a multiuser delay-tracking receiver. The values
computed during the previous window can be used as initial
values for the current window computation so the compu-
tation complexity can be greatly reduced. It is required that
all users are initially under acquisition, that is, within±0.5Tc
of the true delay. This initial acquisition can be obtained by
using other delay estimation algorithms [5, 6].
The delay is updated in small steps, that is, 0.05Tc. When
the delay error estimate is larger than ±0.05Tc, the user time
delay is updated by ±0.05Tc and then used in the next win-
dow where the same procedure is repeated.
We note that there are implementation advantages when
the time delays are updated in fixed small steps; the recal-
culation of the user signature sequence according to (11) is
avoided if the delay change is small. Sudden large changes,
due to impulse noise or interference, are also avoided.
It was shown in [12] that when the observation window
length M is larger than 8 symbols, edge eﬀects can be ne-
glected. It is also shown in [20] that the delay-robust receiver
has a capacity of M/(M + 1) of the standard SIC. As a com-
promise, we chooseM = 9 in our simulations.
The delay-robust SIC adds an error signal estimation
procedure to the standardmultistage SIC. As pointed in [20],
this delay-robust SIC implicitly incorporates soft error signal
cancellation into its iterations; when some symbols of the
tentative data symbol decisions are incorrect, the estimated
amplitude of the error signal will be smaller than the actual
value, which is equivalent to soft cancellation with a factor
less than 100%. Thus, this delay-robust SIC is numerically
stable.
When the complex fading channel gains αk,l(i) are
known, which is the case of slow fading or additive white
Gaussian noise (AWGN) channels where the channel gains
and amplitudes can be easily estimated, we may use a soft-
decision function in the SIC to improve BER performance.







1, b˜ > c,
b˜, b˜ ∈ [−c, c],
−1, b˜ < −c,
(23)
where the threshold c satisfies 0.0 ≤ c ≤ 1.0. The eﬀect of the
choice of c on the performance of the SIC using the above
soft-decision function was analyzed and simulated in [21]. It
was found that c = 0.5 is a good choice, so we use c = 0.5
throughout this paper if soft decision is applied.
3.3. Delay tracking for unknown fading channels
Channel estimation for a fast fading multiuser CDMA chan-
nel is a diﬃcult problem, since the eﬀect of MAI must be
suppressed or eliminated first to obtain an accurate channel
estimate for the desired user. One suboptimum solution is
the multipath decorrelating detector.
The multipath decorrelating detector can be first used to
decorrelate each path of each user before channel estimation.
The channel estimator works on these MAI-free decorrelator
outputs [22]. The price paid for this MAI-free decorrelation
is the noise enhancement and reduced system capacity since
each user is detected as L users.
As shown in [23], the linear SIC (multistage SIC with
linear-decision function) is an iterative implementation of
the decorrelator. The linear-decision function is fdec(x) = x
which is equivalent to estimate the data symbol bk(i) and
complex channel gain αk,l(i) as a composite signal ok,l(i) at



















With this new e
j+1





(1) and we replace the entire Step (2) by (24). The resulting
delay-robust SIC with a linear-decision function can be used
to track the time delays of all users for fast fading channels.
3.4. Implementation issues
SIC is a low complexity suboptimum CDMA multiuser de-
tection method and has been considered to be practical for
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actual CDMA basestation implementation [24]. It can be
shown from Figure 2 that through the added timing error
estimation and cancellation, the proposed delay-robust SIC
approximately doubles both computational complexity and
processing delay, compared to the standard SIC algorithm
[2]. As a function of the number of users, the complexity and
processing delay are of the same order of magnitude as the
standard SIC.
4. NUMERICAL AND SIMULATION RESULTS
In this section, we will first evaluate the BER performance
of the delay-robust SIC for a static channel using PN chip-
level simulation. The sliding window version of the delay-
robust SIC is then used to track the multiple user time delay
variations for both the rectangular chip pulses and the band-
limited chip pulses.
Throughout the simulations, Gold code sequences of
length N = 31 are used. The number of users is fixed at
K = 20 to account for a highly loaded system. The signal-
to-noise ratio (SNR) is defined with respect to the user of in-
terest, user 1. The near-far ratio is defined as the power ratio
between the strongest user and user 1 which is fixed at 10 dB.
All other users have an amplitude uniformly distributed be-
tween those of the strongest user and the weakest user.
First, we consider the AWGN channel. Here, we can take
advantage of the constant amplitude property by using a soft-
decision function. The amplitude is estimated by averaging
over a block of M to reduce its noise variance by a factor of
M [2]. The threshold used for the soft-decision function is
c = 0.5, and the total number of interference cancellation
stages is J = 5. The tracking for fast fading channels using a
linear-decision function is simulated inSection 4.4 with J =
10 interference cancellation stages.
4.1. BER performance
For the simulation of BER, a window size of M = 9 is used.
Rectangular chip pulses are used. The estimated time delay is
static, that is, fixed over the observation window with a delay
error standard deviation of στ = 0.1Tc.
In Figure 3, the BER curve of the delay-robust SIC with
soft-decision and amplitude averaging is shown as a function
of SNR. As a comparison, the BER curve of the single user
case is shown as a lower bound which can only achieved by
the ideal multiuser detector with true time delay and ampli-
tude information. From Figure 3, the delay-robust SIC per-
formance is only about 1.2 dB away from the single user
bound at a BER of 10−3. The BER curves of the decorrelating
detector with both true time delay and estimated time de-
lays are also shown. Both of their performances are far from
the single user bound because of the decorrelator’s noise en-
hancement.
In Figure 4, we compare the BER performance of the
delay-robust SIC and the standard SIC detectors [2] un-
der two diﬀerent delay error conditions of στ = 0.1Tc and
στ = 0.2Tc, respectively. As shown, the delay-robust SIC is



















Delay-robust SIC, soft-decision (c = 0.5)
Single-user lower bound
BER, K = 20, time delay error standard deviation
στ = 0.1Tc
Figure 3: Bit error rate (BER) of user 1 for delay-robust SIC de-
tector. Near-far ratio = 10 dB. Soft-decision function is used with
threshold c = 0.5.
it is advantageous to jointly estimate delay errors and detect
data symbols.
4.2. Tracking for rectangular chip pulses
For simulating the tracking of multiuser time delays, data
symbols are assumed to be transmitted continuously. We let
sliding window length beM = 9 symbols.
In this simulation, rectangular chip pulses are used. We
tracked a total of K = 20 users’ delays. The SNR of the weak-
est user is 14 dB. The weakest user’s and the strongest user’s
delay tracking curves are shown in Figure 5 where the solid
line and the dashed line represent the actual and estimated
delay trajectories, respectively. The initial acquisition has a
delay error standard deviation of 0.5Tc. The spreading factor
is N = 31. The update step of the delay tracker is 0.05Tc.
We assume the delay varies with time as a first-order
Gauss-Markov process as in [7]
τ(m + 1) = τ(m) +w(m) + u(m), (26)
where w(m) is a zero-mean noise process with variance σ2w
and u(m) is a deterministic scalar that models slow global
drift. We use σ2w = 0.01σ2. The global time variation u(m) is
selected to change at a rate of 0.005Tc per symbol. Assum-
ing a propagation speed of 3.0 × 108 m/s, this is equivalent
to (0.005/31) × 3.0 × 108 ≈ 5 × 104 m/s, or 1.8 × 105 km/h
[8].
As we can see, the delay-robust SIC based delay tracker
can track the time delays for both the strongest user and
the weakest user. In Figure 6, the BER of the delay-robust
SIC using dynamic tracking is compared to the BER of the




                 
 












Delay-robust SIC, στ =0.1Tc
Standard SIC, στ =0.1Tc
Delay-robust SIC, στ =0.2Tc
Standard SIC, στ =0.2Tc
Single-user bound
BER, K = 20
Figure 4: BER of user 1 for delay-robust SIC and standard SIC de-
tectors. Near-far ratio = 10 dB. Soft-decision function is used with
threshold c = 0.5.



















Delay tracking for rectangular chip pulse, SNR = 14 dB
Figure 5: Delay tracking curves of delay-robust SIC. Near-far ratio
= 10 dB. The weakest user has SNR = 14 dB. Soft-decision function
is used with threshold c = 0.5. The solid line is the true delay and
the dashed line is the tracking result.
delay-robust SIC in the static model of Section 4.1. The time
delay variation in the tracking model adds only a small
amount of noise, and the BER error floor is not obvious.
From Figure 6, the delay tracking multiuser receiver has
a BER of approximately 20% for the weakest user at SNR of
3 dB. Even for such high BER, the delay-robust SIC based de-


















BER, K = 20, tracking
Figure 6: BER of user 1 for delay-robust SIC detector in tracking
time delays. Near-far ratio = 10 dB. Soft-decision function is used
with threshold c = 0.5.
4.3. Tracking for band-limited chip pulses
In Figure 8, a square-root raised cosine chip pulse with roll-
oﬀ factor 0.35 is used. The SNR of the weakest user is 14 dB.
Since band-limited chip pulse is more sensitive to the time
delay errors, the initial acquisition delay error standard de-
viation is reduced to 0.1Tc, and the update step is smaller,
0.01Tc. We found that for band-limited chip pulses, the de-
lay tracking algorithm cannot track the time variations of
Section 4.2, so we used more mild conditions, that is, we set
σ2w 10 dB lower and reduce the global drift to 0.001Tc per
symbol.
4.4. Tracking for time varying fading channels
In Section 4.2, we have assumed that the complex channel
gain remains constant while only the user time delays are
varying. However, in wireless mobile channels, the user time
delays vary relatively slowly compared to the variation of the
complex-channel gains.
The delay-robust SIC with a linear-decision function is
used to track the delay variations. Since the data symbol bk(i)
and complex channel gain αk,l(i) are estimated as a compos-
ite signal oˆk,l(i), data detection is not possible before know-
ing αk,l(i). The tracking results are shown in Figure 9 for the
weakest and strongest users. The SNR of the weakest user is
14 dB. The time variation is the same as in Section 4.2. Time-
correlated Rayleigh fading channel gains are generated with
normalized Doppler fading rate of fDT = 0.01. Because of
the noisy estimate oˆk,l(i), the tracking performance of the
weakest user is reduced. Note that this simulation is approx-
imately equivalent to a K = 10 user system with L = 2 paths
for each user.
1362 EURASIP Journal on Applied Signal Processing



















Delay tracking for rectangular chip pulse, SNR = 3 dB
Figure 7: Delay tracking curves of delay-robust SIC. Near-far ratio
= 10 dB. The weakest user has SNR = 3 dB. Soft-decision function
is used with threshold c = 0.5. The solid line is the true delay and
the dashed line is the tracking result.

















Delay tracking for band-limited chip pulse
Figure 8: Delay tracking curves of delay-robust SIC for band-
limited chip pulses. Near-far ratio = 10 dB. The weakest user has
SNR = 14 dB. Soft-decision function is used with threshold c = 0.5.
The solid line is the true delay and the dashed line is the tracking
result.
By assuming the exact knowledge of the transmitted
data symbol bk(i), the complex channel gain is tracked in
Figure 10 for user 1. The delay-robust SIC decorrelates the
fading signal for diﬀerent users, so it can be used to track
both delay and channel variations.
5. DISCUSSION
Although we have demonstrated delay tracking using noisy
estimates of the composite signal, it is desirable to have a


















Delay tracking for fading channel
Figure 9: Delay tracking curves of delay-robust SIC for Rayleigh
fading channels. Normalized Doppler fading rate is fDT = 0.01.
Near-far ratio = 10 dB. The weakest user has SNR = 14 dB. Linear-
decision function is used. The solid line is the true delay and the
dashed line is the tracking result.



























Figure 10: Channel amplitude and phase tracking curves of delay-
robust SIC for Rayleigh fading channels for the weakest user. Nor-
malized Doppler fading rate is fDT = 0.01. The weakest user has
SNR = 14 dB. Linear-decision function is used. The solid line is the
true delay and the dashed line is the tracking result.
smoothed estimate. In addition, for multipath fading chan-
nels, it is advantageous to coherently combine the multipath
signals before data detection. Coherent diversity combining
requires the channel estimates αk,l(i), not just the composite
signal ok,l(i) [22, 25].
In [22], the multipath decorrelator is followed by KL
adaptive channel estimators using the least mean square
(LMS) algorithm assuming the channel fading follows the
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Gauss-Markov model. In [26], disjoint Kalman filtering
channel estimation is applied where each user uses a Kalman
filter to estimate its channel coeﬃcients based also on the
MAI-free decorrelator outputs. However, the use of the mul-
tipath decorrelator or multipath linear MMSE receiver as the
front-end for the channel estimator can only be applied to
the case of relatively few users because of the loss of the de-
grees of freedom in the signal subspace as the number of
users gets large [27].
Multiuser channel estimation that does not use a mul-
tipath decorrelator front-end may have less noise enhance-
ment and larger capacity for relatively slow fading where
there is no severe tracking problem. In [25], pilot symbols
are periodically inserted for channel estimation using aHam-
ming windowed finite impulse response (FIR) low-pass fil-
ter to approximate the optimal Wiener filter. Interpolation is
used to obtain the channel estimate for other symbols for the
multistage SIC receiver [25]. The performance of a pilot sym-
bol aided channel estimator with interpolation for a single
user channel was analyzed in [28]. In [10, 11], a PIC-based
channel estimator uses a decision-directed linear predictor
and a linear smoother which were previously proposed for
single-user channel estimation [29].
As seen in Section 4, the user-delay variation in a prac-
tical system is far less than that used in our simulations. In
our simulations, we have averaged the time delay error over
a block of M = 9 symbols to filter out the noise. Although
the delay-robust SIC basedmultiuser delay tracker does track
the multiuser delay changes, it sometimes loses tracking be-
cause of the small block length used. In practice, the de-
lay error can be averaged over a longer block, that is, M =
70 symbols, to have better tracking performance. In prac-
tical implementations, the block averaging may be replaced
by exponential weighting with a forgetting factor less than
unity.
The channel estimation and delay tracking can be sep-
arated by using diﬀerent block lengths for prediction or
smoothing by using our delay-robust SIC technique, sim-
ilar to the PIC-based delay tracker [10, 11]. This provides
an alternative to the EKF based channel and delay track-
ers [7, 8, 9]. The EKF was introduced since the time de-
lay is a nonlinear function of the user signature sequence.
When channel and delay estimation are separated, the sim-
pler Kalman filter can be used for the channel estimation,
while the delay tracking can be handled by the delay-robust
SIC using a longer smoothing length.
6. CONCLUSION
We have proposed to use a delay-robust SIC detector for
multiuser time delay tracking. The time delay error vec-
tor in the robust SIC can be used to estimate the time
delay changes of all users. The delay-robust SIC implic-
itly combined the delay tracking into the multiuser detec-
tion. For a static delay channel, the delay-robust SIC has
a BER close to the single-user bound. For dynamic delay
tracking, the BER of the multiuser delay-tracking receiver,
based on the sliding window implementation of delay-robust
SIC, is only slightly inferior to that of the static channel.
Accurate tracking occurs for both rectangular and band-
limited chip pulses and for both constant and fast fading
channels.
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